
SERVICE MANUAL 

Page No. 

60/01/1 


Issue No. 

1 

Machine Type 

KENCO 6GM BREWER 

Document No. 

SM/56 

Section 

FAULT FINDING 

Date 

02/08/01 


Water Temperature Incorrect 


Boiling 


— I — 

Yes 


Faulty Solid 


230V Across 


Red LED 

State Relay 
(Failed Short 

Yes 

Element* 

No 

On Main 
P.C.B. 'ON' 

Circuit) 






Replace Temp. 
Sensor 


Not 
O.K. 


Yes 
I 


Check Temp. 

Sensor 
Resistance 

Reading 
(P. 70/01/04) 

1 


O.K. 


No 


Replace P.C.B. 


Too Hot 
(Not Boiling) 


I 


Heater L.E.D. 
On but Water 
Not Heating 


Yes 


Is Temperature 
Adjusted 
Correctly 


— I — 

Yes 
__l 


> Steam Stat 
Closed? 


Not O.K. 


Yes 


Element Open 


230V across 

Circuit. 

/es 

Element* 

Change 


Element 




Check Wiring 
and 

Check 3.5 - 5V. 
To Solid 
State Relay 


Yes 


No 
_L_ 


Check Voltage 
Across Solid 
State Relay 
230V* 


Yes 
I 


— I— 

No 


Change Solid 
State Relay 


Heater L.E.D. 

has 
extinguished 

but not 
hot enough 

1 

Yes 
I 


Is Temperature 
Adjusted 
Correctly 


— 1 — 

Yes 
I 


Check Temp. 

Sensor 
Resistance 

Reading 
(P. 70/01^4) 

1 

Sensor O.K. 


Change P.C.B. 


Confirm 


Check 230V 

230V Supply 

No 

Wiring 

To Relay* 



Measure across terminals. 
Do not measure either terminal 
with respect to Earth. 


